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violation of this standard to fail to 
take action to repair the leak(s) within 
the specified time. If action is taken to 
repair the leak(s) within the specified 
time, failure of that action to success-
fully repair the leak(s) is not a viola-
tion of this standard. However, if the 
repairs are unsuccessful, a leak is de-
tected and the owner or operator shall 
take further action as required by the 
applicable provisions of this subpart. 

[64 FR 32648, June 17, 1999, as amended at 66 
FR 34556, June 29, 2001] 

§ 63.1275 Glycol dehydration unit proc-
ess vent standards. 

(a) This section applies to each gly-
col dehydration unit subject to this 
subpart with an actual annual average 
natural gas flowrate equal to or great-
er than 283.0 thousand standard cubic 
meters per day and with actual average 
benzene glycol dehydration unit proc-
ess vent emissions equal to or greater 
than 0.90 megagrams per year. 

(b) Except as provided in paragraph 
(c) of this section, an owner or operator 
of a glycol dehydration unit process 
vent shall comply with the require-
ments specified in paragraphs (b)(1) 
and (b)(2) of this section. 

(1) For each glycol dehydration unit 
process vent, the owner or operator 
shall control air emissions by either 
paragraph (b)(1)(i) or (b)(1)(ii) of this 
section. 

(i) The owner or operator shall con-
nect the process vent to a control de-
vice or a combination of control de-
vices through a closed-vent system. 
The closed-vent system shall be de-
signed and operated in accordance with 
the requirements of § 63.1281(c). The 
control device(s) shall be designed and 
operated in accordance with the re-
quirements of § 63.1281(d). 

(ii) The owner or operator shall con-
nect the process vent to a control de-
vice or a combination of control de-
vices through a closed-vent system and 
the outlet benzene emissions from the 
control device(s) shall be less than 0.90 
megagrams per year. The closed-vent 
system shall be designed and operated 
in accordance with the requirements of 
§ 63.1281(c). The control device(s) shall 
be designed and operated in accordance 
with the requirements of § 63.1281(d), 
except that the performance require-

ments specified in § 63.1281(d)(1)(i) and 
(ii) do not apply. 

(2) One or more safety devices that 
vent directly to the atmosphere may be 
used on the air emission control equip-
ment installed to comply with para-
graph (b)(1) of this section. 

(c) As an alternative to the require-
ments of paragraph (b) of this section, 
the owner or operator may comply 
with one of the following: 

(1) The owner or operator shall con-
trol air emissions by connecting the 
process vent to a process natural gas 
line. 

(2) The owner or operator shall dem-
onstrate, to the Administrator’s satis-
faction, that the total HAP emissions 
to the atmosphere from the glycol de-
hydration unit process vent are re-
duced by 95.0 percent through process 
modifications or a combination of 
process modifications and one or more 
control devices, in accordance with the 
requirements specified in § 63.1281(e). 

(3) Control of HAP emissions from a 
GCG separator (flash tank) vent is not 
required if the owner or operator dem-
onstrates, to the Administrator’s satis-
faction, that total emissions to the at-
mosphere from the glycol dehydration 
unit process vent are reduced by one of 
the levels specified in paragraph 
(c)(3)(i) or (ii) through the installation 
and operation of controls as specified 
in paragraph (b)(1) of this section. 

(i) HAP emissions are reduced by 95.0 
percent or more. 

(ii) Benzene emissions are reduced to 
a level less than 0.90 megagrams per 
year. 

[64 FR 32648, June 17, 1999, as amended at 66 
FR 34556, June 29, 2001] 

§§ 63.1276–63.1280 [Reserved] 

§ 63.1281 Control equipment require-
ments. 

(a) This section applies to each 
closed-vent system and control device 
installed and operated by the owner or 
operator to control air emissions as re-
quired by the provisions of this sub-
part. Compliance with paragraphs (c) 
and (d) of this section will be deter-
mined by review of the records required 
by § 63.1284, the reports required by 
§ 63.1285, by review of performance test 
results, and by inspections. 
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